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APPLICATION
Angled QUICKPORT Patch Panels feature a customizeable 
design for fiber and copper applications, accepting all 
QUICKPORT Snap-in Modules for optimum rack density 
on industry-standard racks. The panels feature an angled 
design to easily route cables into vertical cable managers, 
eliminating the need for horizontal, front cable management 
bars. Panels fit all industry-standard 19-inch racks  
and cabinets. 
 
 
 
 
 
 
 

 SPECIFICATION

Angled patch panels shall be made of 16-gauge steel, and 
shall have a black powder coat finish with numbers below 
each port. Panels with label holders shall be designed with 
holders above the ports and magnify the label printing. The 
panel shall be offered in 24-, and 48-port configurations. 
The panel shall have the ability to allow for single port 
replacement of inoperative ports.
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FEATURES
•  Cords route directly into vertical managers from  

angled panel, saving rack space by eliminating  
horizontal management

• High-density options: 48-port density in 1RU 
• Compatible with QUICKPORT Cat 5e, Cat 6, and  

Cat 6A connectors
• Compatible with QUICKPORT fiber adapters
• Magnifying lens ensures visibility of port labels

 
DESIGN CONSIDERATIONS
• Mounts on 19-inch equipment racks 
• Accepts all QUICKPORT Snap-in Modules 
• Write-on blocks and port numbers are silk-screened  

in white
• Versions available with magnifying lens label holder

 
MECHANICAL SPECIFICATIONS
Dimensions: See page 2
Materials: 16-gauge steel; black powder coat finish
Mounting: 19-inch rack mount
Color:  Black
Temperature (Storage): -40 ºC to +70 ºC 
Temperature (Operating): -10 ºC to +60 ºC 
Humidity (Maximum): 95% relative humidity, non-condensing
 
 
COUNTRY OF ORIGIN
49256-L24: Please Contact Customer Service
49256-H24: Please Contact Customer Service
49256-D48: China
49256-H48: Taiwan
49256-L48: Taiwan

 
WARRANTY INFORMATION
For Leviton product warranties, go to leviton.com/ns/warranty

C23 SS1188-GL ENv2

PRODUCT SPECIFICATIONS  
49256-Hxx, 49256-Dxx, 49256-Lxx

48-port panel, 2RU

24-port panel, 1RU,  
with maginfying lens



Spec Sheet Footer

USA 
Network Solutions Headquarters
+1 (800) 722 2082  
infoUSA@leviton.com

Leviton Berk-Tek Cable: +1 (800) 237 5835 
berktek.info@leviton.com

Asia Pacific 
+852 3620 2602  
infoAPAC@leviton.com

Canada 
+1 (800) 461 2002  
infoCanada@leviton.com

Europe 
+44 (0) 1592 772124  
infoEurope@leviton.com

Latin America 
MX: +52 (55) 2128 6286 
LATAM: +52 (55) 2333 5963 
infoLATAM@leviton.com

Middle East & Africa 
+971 (4) 247 9800  
infoMEA@leviton.com

NETWORK SOLUTIONS PRODUCTS ARE AVAILABLE WORLDWIDE IN OVER 100 COUNTRIES. VISIT US ONLINE AT LEVITON.COM/NS TO LEARN MORE.
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PART NUMBERS
Description Part No.

Angled QUICKPORT™ Patch Panel, 24-port, 1RU 49256-H24

Angled QUICKPORT Patch Panel, 48-port, 2RU 49256-H48

Angled QUICKPORT High-Density Patch Panel, 48-port, 1RU 49256-D48

Angled QUICKPORT Patch Panel, 24-port, 1RU, with magnifying lens 49256-L24

Angled QUICKPORT Patch Panel, 48-port, 2RU, with mangnifying lens 49256-L48

C23 SS1188-GL ENv2

PRODUCT SPECIFICATIONS  
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