
Keystone All Metal Shielded 
Modular Patch Panels

s p e c i f i c a t i o n s

S P E C I F I C A T I O N  S H E E T

a p p l i c a t i o n s

snapped into a Keystone All Metal 
Shielded Modular Patch Panel. The 
Keystone Shielded Patch Panel 
comes with a 400mm 18AWG 
ground wire. The combination of all 
metal patch panels, shielded jack 
modules and accessories provides 
a properly grounded system.

Keystone Flat All Metal Shielded
Modular Patch Panels with Strain 
Relief Bar
24-port, 1 RU: KP24WSRBL
Keystone Shielded Jack Modules
Category 6A: KJS6X88TC

All metal modular patch panels shall be 
made of cold rolled steel and mount to 
standard racks and cabinets. All metal 
patch panels shall accept all Keystone 
Shielded Jack Modules for shielded 
installations. Patch Panels shall include 
label packets and clear plastic window for 
easy and clear port identification. The all 
metal modular patch panels shall be 
available in standard flat 24-port 
densities. Patch Panels shall incorporate 
built-in strain relief bar with unique 
features to support individual cables.

t e c h n i c a l  i n f o r m a t i o n
Mounting option: Mounts to standard EIA 19" rack, or 23" rack when 

used with extender brackets (PEB1) or cabinet

Packaging: Includes 25 cable ties, 1 18awg ground wire, 1 
M3-0.5 X 5mm zinc screw and 4 mounting screws, 
washers and nuts

Material: Steel

k e y  f e a t u r e s  a n d  b e n e f i t s
Modular Keystone Shielded Jack Modules snap in and out of 

all Keystone All Metal Shielded Modular Patch 
Panels for easy moves, adds, and changes

Identification Dedicated areas allow for port and panel 
identification.  Labels are covered in a clear plastic 
window to protect against wear and the elements

Built-in strain relief bar Secures individual cables and provides proper cable
support

The Keystone All Metal Shielded 
Modular Patch Panel includes a 
built-in strain relief bar that offers 
integrated cable tie slots to manage 
and support individual cables. 
Keystone Shielded Jack Modules 
bond to the panel when
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Dimensions are in inches [Dimensions in brackets are metric]
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